
D R Y  C A R G O  B A R G E

Push Combination

General info
Vessel type Dry Cargo Barge

Construction year 1982

Construction place The Netherlands

Tonnage (ton) 5350

Reference NR XH-SH1042

Contact details
Phone +31 (0)653 118 767

Phone +31 (0)640 242 748

Email snp@shipned.com

Website shipned.com

Dimensions
Length (m) 104.99

Width (m) 11.4

Depth (m)

Draft (m) 3.54

Price
Price EUR 3.250.000

Technical specifications – Spintore I

Main engines 2x Caterpillar, Type: C32, 12 Cylinder, 895 kW / 1089 Hp each, Built:
2016/2022

Last overhaul 2022

Generators 2x John Deere, 2x 65 Kva



Bow thruster Caterpillar, 3 channel system, 250 kW, 340 Hp

Accommodation and equipment
Accommodation Superstructure

Navigation equipment Fully equipped

Loading capacity
At 3.52 m draft 3011,296 tons

Certification
Certificate of
measurement

Valid until 20-03-2027

Certificate of examination Valid until 06-04-2023

Other
Type of vessel Twin-screw motor freighter with a flat prow, so that the push barge ‘Spinore II”

creates a streamlined assembly.

The ship is suitable for pushing a barge with a maximum load of 2,700 tons

Mode of operation A1, A2 and B

Number of holds /
Loading heads

3 / 3, with fixed bulkheads with bobcat openings

Belly dening / Load floor Steel floor, 12 mm

Stability calculation Present, for 4 layers of containers

Empty draft: 0,87
Freeboard: 0,02 m
Loading height: 2,65 m
Creep line height: 7,80 m

Technical specifications – Spintore II
Main engines 2x Caterpillar, Type: C32, 12 Cylinder, 895 kW / 1089 Hp each, Built:

2016/2022



Last overhaul 2022

Bow thruster Scania, Type: DSC 1406, 316 kW / 430 Hp

Accommodation and equipment
Accommodation Superstructure

Navigation equipment Fully equipped

Loading capacity
At 3.60 m draft 2.328,679 tons

Certification
Certificate of
measurement

Valid until 18-02-2026

Certificate of examination Valid until 07-02-2025

Other
Type of vessel  Double hull push barge

Year of construction: 2000, Russia

Dimensions L. 73,00 m x B. 11,45 m H. 3,62 m

Mode of operation A1, A2 and B

Fixed pumps 1x 3” centrifugal pump

Empty draft: 0,65
Freeboard: 0,02 m
Loading height: 2,95 m
Creep line height: 5,35 m
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